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1. All dimensions are in mm unless
otherwise specified

2. All discrepancies shall be referred to
the structural engineer

3. Reinforced concrete shall be of
grade 20 with fcu=25N/mm² at 28
days of age

4. Main reinforcements shall be high
tensile steel with fy = 460N/mm²

5. Nominal cover to the reinforcements:
a) Foundation 50mm
b) Column 25mm
c) Beam 25mm
d) Slab 25mm

   6.    For walls; use compressive blocks
4.5Mpa

   7.    Minimum soil bearing capacity is
150kN/m²,

   8.    Use well seasoned pressure
impregnated soft wood for roof truss
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1. All dimensions are in mm unless
otherwise specified

2. All discrepancies shall be referred to
the structural engineer

3. Reinforced concrete shall be of
grade 20 with fcu=25N/mm² at 28
days of age

4. Main reinforcements shall be high
tensile steel with fy = 460N/mm²

5. Nominal cover to the reinforcements:
a) Foundation 50mm
b) Column 25mm
c) Beam 25mm
d) Slab 25mm

   6.    For walls; use compressive blocks
4.5Mpa

   7.    Minimum soil bearing capacity is
150kN/m²,

   8.    Use well seasoned pressure
impregnated soft wood for roof truss
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1. All dimensions are in mm unless
otherwise specified

2. All discrepancies shall be referred to
the structural engineer

3. Reinforced concrete shall be of
grade 20 with fcu=25N/mm² at 28
days of age

4. Main reinforcements shall be high
tensile steel with fy = 460N/mm²

5. Nominal cover to the reinforcements:
a) Foundation 50mm
b) Column 25mm
c) Beam 25mm
d) Slab 25mm

   6.    For walls; use compressive blocks
4.5Mpa

   7.    Minimum soil bearing capacity is
150kN/m²,

   8.    Use well seasoned pressure
impregnated soft wood for roof truss
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1. All dimensions are in mm unless
otherwise specified

2. All discrepancies shall be referred to
the structural engineer

3. Reinforced concrete shall be of
grade 20 with fcu=25N/mm² at 28
days of age

4. Main reinforcements shall be high
tensile steel with fy = 460N/mm²

5. Nominal cover to the reinforcements:
a) Foundation 50mm
b) Column 25mm
c) Beam 25mm
d) Slab 25mm

   6.    For walls; use compressive blocks
4.5Mpa

   7.    Minimum soil bearing capacity is
150kN/m²,

   8.    Use well seasoned pressure
impregnated soft wood for roof truss
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1. All dimensions are in mm unless
otherwise specified

2. All discrepancies shall be referred to
the structural engineer

3. Reinforced concrete shall be of
grade 20 with fcu=25N/mm² at 28
days of age

4. Main reinforcements shall be high
tensile steel with fy = 460N/mm²

5. Nominal cover to the reinforcements:
a) Foundation 50mm
b) Column 25mm
c) Beam 25mm
d) Slab 25mm

   6.    For walls; use compressive blocks
4.5Mpa

   7.    Minimum soil bearing capacity is
150kN/m²,

   8.    Use well seasoned pressure
impregnated soft wood for roof truss
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1. All dimensions are in mm unless
otherwise specified

2. All discrepancies shall be referred to
the structural engineer

3. Reinforced concrete shall be of
grade 20 with fcu=25N/mm² at 28
days of age

4. Main reinforcements shall be high
tensile steel with fy = 460N/mm²

5. Nominal cover to the reinforcements:
a) Foundation 50mm
b) Column 25mm
c) Beam 25mm
d) Slab 25mm

   6.    For walls; use compressive blocks
4.5Mpa

   7.    Minimum soil bearing capacity is
150kN/m²,

   8.    Use well seasoned pressure
impregnated soft wood for roof truss
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1. All dimensions are in mm unless
otherwise specified

2. All discrepancies shall be referred to
the structural engineer

3. Reinforced concrete shall be of
grade 20 with fcu=25N/mm² at 28
days of age

4. Main reinforcements shall be high
tensile steel with fy = 460N/mm²

5. Nominal cover to the reinforcements:
a) Foundation 50mm
b) Column 25mm
c) Beam 25mm
d) Slab 25mm

   6.    For walls; use compressive blocks
4.5Mpa

   7.    Minimum soil bearing capacity is
150kN/m²,

   8.    Use well seasoned pressure
impregnated soft wood for roof truss
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